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NOTICE

To keep your VESPA in perfect running order and not to invalidate the guarantee offered
by the contract, it is advisable to entrust repairs only to retailers or authorized service stations.
Demand original VESPA spare parts exclusively. All VESPA spares are made of the same
material, have undergone the same machining steps and inspections as the components of
your VESPA. This means guarantee for long life and normal performance of your machine and
for your personal safety.

Special care should be taken with regard to fuel mixture which should consist of a good
quality petrol and oil of make, grade and in the amount prescribed in this booklet, page 15.

SERVICE EXCHANGE
Ask your Dealer for full particulars relating to the Service Exchange Scheme. The use
of the facilities we offer through this medium ensures an economical, speedy, and reliable
means of carrying out repairs when such become necessary.
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INTRODUCTION

Douglas (Sales & Service) Ltd. wishes to
welcome you into the family of Vespa
owners and takes this opportunity of thank-
ing you for your preference.

We feel sure that this scooter will give you
complete satisfaction.

Because of its characteristics (comfort, econ-
omy, quiet running, etc.) the Vespa has a
wide range of use: for practical operation,

pleasure trips, along the main highways or
country roads. Long journeys on the Vespa
will not fatigue you and you will no doubt be
quick to note its excellent performance.

This booklet, with its simple instructions on
operation and maintenance will furnish you
all the information necessary for obtaining
a complete working knowledge of your
vehicle.




1. Steering column and front suspension. 2. Engine.
3. Crankcase clutch side with swinging arm pivoted to
frame. 4. Rear suspension spring and hydraulic
damper assembly.

ig. 1—Installation of engine and suspension
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Fig. 2

1. Gear change twist grip and clutch control 8. Gear selector. 9. Rear brake shoes.
lever. 2. Front brake lever. 3. Throttle twist 10. Clutch. 11. Carburettor and air cleaner.
grip. 4. Main switch unit. 5. Front brake 12. Choke control. 13. Fuel tap. 14. Filler
shoes. 6. Rear brake pedal. 7. Kickstarter. cap.



PERFORMANCE AND SPECIFICATIONS

Consumption (according to CUNA Stan-
dards): 2.1 1t/100 Km. (107.4 mls./U.S.
gal.; 129.2 mls./imp. gals.) (approx),
petrol-oil mixture i.e. 2%, oil.

Max. Speed (CUNA Standards) 94 Km/h
(58.4 m.p.h.) approx.

Range
Max. fuel capacity: 7.7 It. (2.03 U.S. galls.

Carrying capacity . . 2 persons and

10 Kg. (22 Ibs.) of luggage.
370 Km (230 mls.) approx.

or 1.7 imp. galls.)
(incl. 1.4 It. - 0.37 U.S. galls or 0.3 imp.
galls of reserve).

SIZE AND WEIGHT

Wheel Base
Handlebar width
Total length

Max. height

Min. ground clearance
Turning radius

Total dry weight

1200 mm (47.27)
670 mm (26.3")
1770 mm (69.6")
1045 mm (41" )
220 mm ( 8.7")
1400 mm (55.0")
89 Kg. (195 Ibs.)

ENGINE: single horizontal cylinder, two
stroke rotary distribution: i.e. carburated
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mixture is regulated by the crankshaft rota-
tion.

Bore 57 mm. (2.24") - Stroke 57 mm. (2.24")
Cylinder displacement 145.45 cc. Compres-
sion ratio 7.5 : 1.

H.T. external coil ignition.

Spark advance: 22° + 1° before T.D.C.
Sparking plug types: Marelli CW 225 N-T
AC 43 F; Champion L 86; Bosch W 225 T 1;
K.L.G. F 70 or F 75.



1. Group carburettor air
cleaner. 2. Piston.
3. Crankshaft. 4. Clutch.
5. Mainshaft and gear
pinion assembly. 6. Gear
selector. 7. Flywheel mag-
neto. 8. Kickstarter.
9. Crankcase swinging arm
clutch side (pivoted to the
frame).

Fig. 3—Engine section



Fig. 4—Steering lock N.B.—For access to fuel tank push the button indicated
1. Normal position. 2. Locked position. by arrow and pivot the seat on its forward edge.
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OPERATION

INSTRUCTIONS

NOTES

SECURITY LOCK

Steering Lock
a) Locking the
handlebars

The vehicle is provided with two security
devices, the one relates to the steering
column (locking and unlocking the
handlebar) and the other one for locking
the tool box. Both operated by a com-
mon key.

To lock the vehicle it is necessary to turn
the handlebars in anticlockwise direction
up to the limit stop; rotate the key and
push inwards. So that it thrusts the sliding
bar against the steering column (see fig.
4). To ease the engagement of the sliding
bar into the steering column, slightly
turn the handlebars from the limit stop
clockwise. When the handlebars are
locked the key will now spring back to
its original position and can then be
withdrawn.

The steering lock
should not be lub-
ricated.

The key can be
extracted from
the lock with
handlebars locked
or free.

The arrows, fig. 4,
indicate the opera-
tions to be carried
out by acting on the
key; for locking (1)
and unlocking (2).
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b) Unlocking the
handlebars

ACCESS TO
FUEL TANK
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To release the handlebars, insert the key
in the lock, turn it to the left and pull it
back; then turn the handlebars in the
normal position.

The fuel tank is provided with a hinged
cap located under the dual seat. For
access to fuel tank pivot the seat on its
forward edge, after having released the
rear attachment as shown at fig. 5.




OPERATING INSTRUCTIONS

OPERATION INSTRUCTIONS NOTES
FUEL SUPPLY Use a mixture of oil and petrol, i.e. 2%,. Ensure that the
See lubrication chart. fuel tank breather

is always clean
Use a mixture 2%,
by volume during
and after running-
in.

BEFORE OPER- Unscrew the plug in the gear box marked
ATING THE “OLIO” (See fig. 18) and check that the
VEHICLE oil is level with the hole when the vehicle

is standing upright.

For running in first 2000 Km. (1200 mls.), do not keep the throttle open for long periods.
— After first 1000 Km. (600 mls.), change oil in gear box (see page 34 and page 15) and
check that all nuts and bolts are tight.

— Check tyre pressure:
Front: 1.2 Kg/ecm? (17 Ibs./sq. in.); Rear: 1.75 Kg/cm? (25 1bs./sq. in. solo); Rear:
2.5 Kg/cm? (35 1bs./sq. in.) with pillion passenger.
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STARTING

SETTING THE
SCOOTER IN
MOTION

GEAR CHANGE

STOPPING THE
ENGINE

— Carry out the operations indicated on

fig. 6. Do not use the choke when the
engine is warm; as soon as the engine
is running smoothly bring the choke
control back to its normal position.

With the engine running at idling
speed declutch and rotate the gear
change twist grip and select first gear
(fig. 6). For setting the vehicle in
motion slowly let in the clutch and
gradually open the throttle.

Close the throttle, declutch and
select a higher or lower gear, as the
case may be (fig. 6).

Before stopping the engine change to
“neutral” and then operate the cut-
out button on the switch unit.

In case of hard
starting see page
34.

When it is neces-
sary to decelerate
do not hesitate in
changing down.






